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SPECIFICATIONS
Voltage Rating : 50 AC/DC

o %. e Current Rating: 1 A AC/DC
- s Withstanding Voltage : 500V AC/minute
T  Insulation Resistance : 100M (2 min
First Circuit - e Temperature Range : - 25°C to + 85°C
e Contact Resistance : 20m  max
/ 727 0 s WAFER
@ ‘ % &‘ “\\\ - e Part No. :
HW10-0xx-R0S-00
| 1.00 0.60 ﬁ
1.90 6.00 Poles : 02~22
! ! 3D VIEW
¢ Material :
Recommended PCB Layout 1. Contact : Phos. Bronze
General tolerance+0.05 Plated : Tin Plated
CAP STOPPER on 2. Solder Tab : Brass
| B+0.20 gs 3. Base : Nylon 9T UL94V-0
) Base Color : Nature
€£0.20 0 2 « Q'ty: 1,000 pes./Tube
1.0 o w e Q'ty: 1,000 pcs./Reel /With Cap
VN 2 Note : Cap Stopper for Fixed Position
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© Dimensions (mm) Dimensions (mm)
< Poles Poles
) o SECTION A-A A B c A B c
_ o 2 1.00 4.00 2.45 13 12.00 15.00 13.45
i (7.0) 3 2.00 5.00 3.45 14 | 13.00 | 16.00 [ 14.45
_ 3 : 4 | 300 | 600 | 445 | 15 | 14.00 | 17.00 | 15.45
i ~ 5 4.00 7.00 5.45 16 | 15.00 | 18.00 | 16.45
| f 6 5.00 8.00 6.45 17 16.00 19.00 17.45
nn & m i - 7 6.00 9.00 7.45 | 18 | 17.00 [ 20.00 | 18.45
o | E ) 5 8 7.00 | 10.00 | 8.45 | 19 | 18.00 | 21.00 [ 19.45
_ m — 9 8.00 11.00 9.45 20 19.00 22.00 20.45
1.0040.10 | onowo 05 10 | 9.00 | 12.00 | 10.45 | 21 | 20.00 | 23.00 | 21.45
A+0.20 % § 11 10.00 13.00 11.45 22 21.00 24.00 22.45
_ 12 | 11.00 | 14.00 [ 12.45
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