m SPECIFICATIONS

A£0.1 5 /8\e Voltage Rating : 250V AC/DC
- OO e Current Rating : 1A AC/DC
1.95+0.05 First Circuit «oovv ¢ Withstanding Voltage : 250V AC /minute
% e Insulation Resistance : 100M (2 min
T T \vmf e Temperature Range : -40°C to + 85C
) % % 00000 « Contact Resistance : 20m () max
= = WAFER
— — e Part No. : HW12-0xx-\V0D-00
Recommended PCB Layout(Top View) @
CH32° Code No.
N @ Poles : 2 - 15(DIP Type)
; @ @ @ @ @ @ @ @ @ @ f o Material : Contact : Brass, Tin Plated
L B 3.20 = Base : Nylon 66 UL94V-0
e Package : PVC Box
B£0.25 0.75£0.05 o
@ Pol Part N Dimensions (mm)
/. G 3 Circuit oles| Fart No. A B c
- E E E E E E i o o 7 o 2 | mie-oe-vo | 1.25 | 4.25 | 3.05
| o 2 | N 3 | Hwi12-003-voD-00 | 2.50 5.50 4.30
e~ 4 M o 4 | HWI2-004-VOD-00 | 3.75 6.75 5.55
, 7 Z 5 | Hwie-05-voD-00 | 5.00 8.00 6.80
, 6 HW12-006-V0D-00 6.25 9.25 8.05
7\ 7 HW12-007-V0D-00 7.50 10.50 9.30
I 8 HW12-008-V0D-00 8.75 11.75 10.55
9 HW12-009-V0D-00 10.00 13.00 11.80
Il L] 10 | Awie-ono-von-o0 | 11.25 | 14.25 | 13.05
o 11 | Hwi2-01-voD-00 | 12.50 | 15.50 | 14.30
0.3+0.05 | — 0.35+0.05 12 | HW12-012-V0D-00 13.75 16.75 15.55
N 2 ) Cireutt 13 | fI2-013-VoD-00 | 15.00 | 18.00 | 16.80
A+0.2 M 1.15+0.25 ireul 14 | Avie-014-voD-00 | 16.25 | 19.25 | 18.05
(a\] 15 HW12-015-V0D-00 17.50 20.50 19.30
[N )\ = [APPROVED BY] scaLe UNIT | TOLERANCE | LTR | REVISION RECORD | NAME | DATE | LTR | REVISION RECORD | NAME | DATE
@ m & i % Nmr m W_ A M_ i e iy 0 [ £0.30 W ECR DG 200509-001 5 Ngw“g“s W WWE% AE £ E“g“m
L , s A .00 | +0.20 ECR RoHS compliant | #%%E |2005/09/02 s d FE | 2013/07/05
TELBB6-3-0511680  FAXi886-3-5511605 OIMQWE @mme VER NO- 7500 | 0.10 W ECR_200802-010 e |105/08/02] £,
R - Ed = a9 ANGLE ECR 200805-014 iR [ 1005/08/02
PART NOJ HWlc=Uxx=VUD-00 oRAWN BY | DaTE | szE | O | £I° W ECR 200808012 s osjusiy]  CUSTOMER
5 .0° t ECR 200811-002 FAHR_ | 2005/09/02 .
1.25mm Crimp Shyle Connectors Wafer <DIP>| % &% [1013/07/05) A4 emeer 371 T A Eck 200507 003 o Conforms fo The RoHS Instruction




