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m SPECIFICATIONS

Voltage Rating : 250V AC/DC
Current Ratlng : 2A AC/DC
Withstanding Voltage : 800V AC/minute
Insulation Resistance : 1,000M{) min
Temperature Range : - 25C to + 85
Contact Resistance : 20m {2 max

m WAFER

Poles ; 2-16
Material : Contact : Brass ,Tin Plated
Base : Nylon 66 UL94V-0
Q' ty : 1,000 pcs/bag

Part No.

Dimension(mm)

A

C

4.0

3.4

RTINS

6.0

HW20.002 oD 00

2.00

6.00

5.00

HW20 003 voD00

4.00

8.00

7.00

HW20.004 vOD 00

6.00

10.00

9.00

HWZ20-005-v0D 00

8.00

12.00

11.00

HW20- 006 vOD-00

10.00

14.00

13.00

HW20-007 vOD-00

12.00

16.00

15.00

HW20008-vOD-00

14.00

18.00

17.00

i

HW20 009 v0D-00

16.00

20.00

19.00

HW20 01070000

18.00

22.00

21.00

HW20011 v0D-00

20.00

24.00

23.00

HWZ0012-v0D-00

22.00

26.00

25.00

HW20 013 vOD 00

24.00

28.00

27.00

HW20.014 0D 00

26.00

30.00

29.00

HW20015-v0D 00

28.00

32.00

31.00

HW20016-v0D-00

30.00

34.00

33.00
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RoHS Compliant
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VER NO.

ECR

DG200607-002

P6/07 /14

PART NO

HW20-0xx-vV0D-00

Sharon

a3

.000 | 0.1

ECR

DG200711-001

p7/11/20

ALL +

ECR

200811-022

08/11/22

2.00mm Disconnectable crimp style Wafer
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Conforms to The RoHS Instructlon




