SPECIFICATIONS
o Voltage Rafing : 100 AC/DCAN
o Current Rating : 2A. AC/DC
o Wikhstanding Voltage : 800V AC/mincte
o Insulation Resistance : 1,000M QQ min
o Temperafure Range : - 26°C o + 85C
o Contact Reslistance : 20m Q max

oWAFER
Hw20-002-R0S-00

1_!| Poles No:02~16

o Material :
1.Base: PAST Color:Nafure
2.Confact Copper Alloy Plate: Tin Plated
3.Solder Tab: Copper Alloy

o Plated : Tin Plated

o Q' fy : 800 pcs/Reel

A+0.20
2.00+0.10

0.50£0.05 |

547 SECTION A-A b
Poles Dimensions(mm) Poles Dimensions{mm)
A B C D A B c D

2 2.00 8.00 4.80 1.00 10 18.00 24.00 20.80 16.00
3 4.00 10.00 6.80 2.00 11 20.00 26.00 22.80 18.00
B£0.30 4 6.00 12.00 8.80 4.00 12 22.00 28.00 24.80 20.00
b 5 8.00 14.00 10.80 6.00 13 | 2¢.00 20.00 26.80 22.00
] 10.00 16.00 1280 8.00 14 | 2600 32.00 28.80 24.00
7 12.00 18.00 14.80 10.00 16 | 28.00 34.00 30.80 26.00
8 14.00 20.00 16.80 1200 16 30.00 36.00 32.80 28.00

[ 18.00 22.00 18.80 14.00

Chamfer

Material with Halogen Free
RECOMMENDED ASSEMBLY DIM.
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