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SPECIFICATIONS

Current Rating:1.5 Amp

Voltage Rating: 450V
Insulator Resistance: 1000 Megohms Min.
Contact Resistance: 20 Milliohms Max.

Dielectric Withstanding: AC 500V /Minute
Operating Temperature: —40°C To +105°C
Contact: Brass,Gold Flash Over All
Insulator:Black Polyester PBT+30%GF,UL 94V—-0

[Te]
o
|I
(@]
o
I
\/ \/ \/
m X X X X X X X X = = u
A A A
A A A A A A A A A A A N-
o
|T_
o
o
Au
un
o
w U W ; W w; W w w U pa W, A
(@]
\ 5 2
2.00+0.05 0.508Q 9
_ o
2.00x(No. Of Contacts—1)%0.20 M
2.00xNo. Of Contacts
DRAWING No. APPROVED BY UNLESS OTHERWISE
NS 2 TN 7 — MEI [SPECIFIED
@. == %+ %m m _W_A D H HH20-Txx=VFD-00 BECKY | -X  %0.38
DRAWING BY mmx Hw_ww
HZF | . .
TEL: 886—3—5511680 FAX: 886—3-5511605 ONTT /O\[ A0 [NEW RELEASE BECKY [11,/02/2005
SCALE NONE REV. A0 mm _ @Im NO.REV REVISIONS CHK DATE
1 [ 2 [ 3 [ 4 [ 5 [ 6 7 [ 8 [ 9 [ 0




